The impact of M-ary rates on various quadrature amplitude modulation detection

Waleed Algriree, Nasri Sulaiman, Maryam Isa, Ratna Kalos Zakiah Suhbudin, Emad Hmood Salman

1Department of Electrical and Electronic Engineering, Faculty of Engineering, Universiti Putra Malaysia, Selangor, Malaysia
2Department of Computer and Communication Systems Engineering, Faculty of Engineering, Universiti Putra Malaysia, Selangor, Malaysia
3Faculty of Electrical Engineering, Universiti Teknologi MARA, Selangor, Malaysia
4Department of Communications Engineering, College of Engineering, University of Diyala, Baquba, Iraq

ABSTRACT

The 5G system-based cognitive radio network is promised to meet the requirements of huge data applications with spectrum. However, the M-ary effect on the detection has not been thoroughly investigated. In this paper, an M-ary of quadrature amplitude modulation detection system is studied. Many rates are used in this study 4, 16, 64, and 256 constellation points. The detection system is applied to cooperative spectrum sensing to enhance the performance of detection for various rates of M-ary with low signal-to-noise ratio (SNR). Further, three kinds of signals based 5G system are sensed: filtered-orthogonal frequency division multiplexing (F-OFDM), filter bank multi-carrier (FBMC), and universal filtered multi-carrier (UFMC). The best detection performance is obtained when the M-ary=4 and number of SUs=50 user, whereas the worst detection performance is obtained when the M-ary=256 and number of SUs=10 user, as revealed in the simulation results. In addition, the detection performance for the F-OFDM signal is better than that of UFMC and FBMC signals for SNR <0 dB.

Keywords: 5G-cognitive radio network, Filter bank multi-carrier-5G, Filtered-orthogonal frequency division multiplexing-5G, M-ary quadrature amplitude modulation, Universal filter multi-carrier-5G

1. INTRODUCTION

The demand is increasing for spectrum sensing with the huge development in communication services. There is a lack in the spectrum resources since the licensed spectrum is accessed fixedly. To address this issue, the technology of cognitive radio (CR) is exploited. It, across spectrum sensing, measured the features, frequency, and energy. CR helps the communication systems to utilize the licensed spectrum opportunistically while avoiding harmful interferences to primary users (PUs) [1].

In literature, many techniques are used for spectrum sensing (SS) such as energy detection (ED), eigenvalue-based detection, covariance-based detection, cyclostationarity feature detection, or matched-filter detection methods. The ED method is the simplest one but has some drawbacks such as the low signal-to-noise ratio (SNR). Some methods are presented approaches to face these drawbacks and they include modified ED, three-event ED, improved ED in the presence of Laplacian noise, the square of the received signal amplitude in the ED, or adaptive ED algorithms. On the other hand, M-ary rates affect the ED rather than the symbol rate of the sensed signal [2], [3].
In literature, researchers have investigated various waveform M-ary rates for 5G signals. In 2019, the cyclostationarity feature detection (CFD) is considered to detect the generalized frequency division multiplexing (GFDM) waveform [4], El-Alfi et al. [4] have used the spectral correlation function (SCF) to recover the original signal. The proposed system obtained a significant detection performance, but it has a high level of complexity and required coherency. In the same year, the Cholesky decomposition and radial basis function (RBF) are proposed with the support vector machine (SVM) to enhance for classifying the 5G signals [5]. The proposed system obtained a good performance; however, it has a high false-alarm probability (0.3). An interference compressive sensing process is proposed for the 5G-NOMA-based heterogeneous networks (HetNets) [6]. The proposed system performed a good performance of sensing, but it cannot work effectively for low SNR. Also in 2019, a detection system based on matched filter is proposed to sense NOMA waveform [7]. The proposed system is applied for two kinds: 64 M-ary quadrature amplitude modulation (QAM) and 256 M-ary QAM. The benefits of proposed system can sense both kinds effectively, but the proposed system cannot sense for SNR > (-7) dB. In 2020, Jang [8] have used the CFD for the massive multiple-input and multiple-output (MIMO)-based mmWave-5G network. Though the proposed system is effective for different mappers and low SNR, the CFD requires coherency rather than higher complexity.

In this paper, the impact of rates of M-ary on the sensing performance has been studied. A mathematical expression for the M-ary rates has been derived for filtered-orthogonal frequency division multiplexing (F-OFDM), filter bank multi-carrier (FBMC), and universal filtered multi-carrier (UFMC) waveforms. Next, a detection performance is obtained for the previous waveforms based various rates of M-ary. The rates of M-ary are 4, 16, 64, and 256 are applied on the aforementioned waveforms then mixed with AWGN channel. After that, the secondary users (SUs) should sense one of the previous waveforms based on one of rates of M-ary.

In addition to this section, the rest of this paper is organized as follows: section 2 introduces the background of SS technique. Section 3 describes the derived expressions of proposed sensing system for F-OFDM, FBMC, and UFMC based various rates of M-ary. Simulation results are obtained for the derived expressions in section 4. Finally, the conclusions are summarized in section 5.

2. SPECTRUM SENSING PRU MINARIES

The SS performance can be obtained by evaluating the probabilities of false-alarm \( P_f \) and detection \( P_d \) (or in negate manner the probability of miss-detection \( P_md \)). The relationships of previous probabilities and binary hypothesis, which performs the presence decision, is described simply as \( P_f = \Pr \{ T > \gamma H_0 \} \) and \( P_d = \Pr \{ T > \gamma H_1 \} \), where \( Pr(\cdot) \), \( T \), and \( \gamma \) represent the event probability, test statistic, and pre-defined threshold, respectively. The binary hypothesis includes two hypotheses: \( H_1 \) for presence decision of PU signal and \( H_0 \) for absence decision of PU signal, where the decision is performed by comparing \( T \) with \( \gamma \). The best SS performance should be obtained with decreasing \( P_f \) and increasing \( P_d \). Decreasing \( P_f \) leads to maximizing the spectrum access opportunities by SU then increasing the throughput of cognitive radio network (CRN) and increasing \( P_d \) leads to minimizing the possibility of causing interference by CRN due to wrong detection [9], [10].

The received signal, \( y(n) \), can be reflected in the binary hypothesis as in (1) and (2) [11], [12],

\[
y(n) = w(n) \quad : H_0
\]

\[
y(n) = x(n) + w(n) \quad : H_1
\]

where \( w(n) \) and \( x(n) \) represent noise and the transmitted signal, respectively. The power density (i.e. test statistic) can be formulated as (3) [13],

\[
T = \frac{1}{N^2} \sum_{k=0}^{N-1} |Y(k)|^2
\]

where \( Y(k) \) represents the fast Fourier transform of the received signal \( y(n) \). Thus, once \( T > \gamma \) so the PU signal is present, and once \( T < \gamma \) so the PU signal is absent.

To describe the SS performance mathematically [14], [15], (4) and (5) show it,

\[
P_f = Q\left(\frac{\gamma - \sigma_y^2}{\sqrt{2}/N\sigma_w^2}\right)
\]

\[
P_d = Q\left(\frac{\gamma_{th}}{\sqrt{2}/N(\delta+1)}\right)
\]

where \( N \), \( \sigma_n^2 \), and \( \delta \) represent number of samples, power of noise, and SNR, respectively. \( Q(\cdot) \) represents \( Q \)-function and is given by (6).

\[
Q(l) = \frac{1}{\sqrt{2\pi}} \int_{l}^{\infty} e^{-u^2/2} du
\]  

(6)

In order to overcome the SS issues, the proposed sensing system considered the cooperative SS (CSS) based on OR-rule. Thus, the sensing performance parameters can be obtained as (7) and (8) [16], [17],

\[
Q_f = 1 - \prod_{n=1}^{b} (1 - P_f)
\]  

(7)

\[
Q_d = 1 - \prod_{n=1}^{b} (1 - P_d)
\]  

(8)

where \( P \) denotes the number of the SUs.

3. FORMULATION OF NUMBER OF SAMPLES

In this section, F-OFDM is regarded as a component of the sub-band multicarrier modulation (MCM) scheme [18] and shows a flexible filtering manner and it is expressed as (9),

\[
x_{F-OFDM}(v) = \sum_{b=0}^{L-1} \sum_{n=0}^{N-1} s_{b,n} e^{j2\pi v n/M} e^{j2\pi v n/M}
\]  

(9)

where in \( g_l(l) \) indicates the frequency corresponding to the finite impulse response prototype filter for \( b \)th block with length \( l \); \( C \) presents the cyclic prefix size. Additionally, \( s_{b,n} \) indicates the transmitted data for the \( b \)th block, \( a \)th subcarrier, and \( m \)th sub-symbol [19], [20].

On the other hand, UFMC was regarded as an effective sub-band MCM scheme that displays a special filtering mechanism. Its scheme was best suited for solving the low latency dilemma and it could damp the time-frequency offsets [21], [22]. The UFMC expression is described as (10),

\[
x_{UFMC}(v) = \sum_{b=0}^{L-1} \sum_{n=0}^{N-1} s_{b,n} e^{j2\pi v n/M} e^{j2\pi v n/M}
\]  

(10)

where \( s_{b,n} \) indicates the transmitted data, and \( g_l(l) \) denotes the frequency value corresponding to the finite impulse response filters.

Furthermore, the FBMC is regarded as the sub-carrier MCM scheme that shows an increasing duration of the pulse shaping in a time-domain filter. It has a good spectrum efficiency in both the frequency and domain time [21], [23]. This FBMC scheme was formulated in the following manner.

\[
x_{FBMC}(v) = \sum_{m=-\infty}^{\infty} \sum_{n=0}^{N-1} s_{m,n} e^{j2\pi v n/M} e^{j2\pi v n/M}
\]  

(11)

Thus, the received (targeted) signal should be one of the following signals.

\[
y[v] = \begin{cases} 
    x_{F-OFDM}(v) & v = 1, 2, \ldots, V \\
    x_{UBMC}(v) & w[v], v = 1, 2, \ldots, V \\
    x_{FBMC}(v) & \end{cases}
\]  

(12)

In order to increase the SNR, the targeted signal will be transformed by using the cosine transform [24], [25].
where \( k = 0, 1, \ldots, K-1 \), and \( K \) denotes the corresponding length of the transformation of the targeted signal. After that, a power spectral density (test statistic) should be obtained for every transformed signal and comparing with the predefined threshold for deciding the primary signal presentation.

\[
T = Y[k]/K
\]

(14)

4. RESULTS AND DISCUSSION

The F-OFDM, FBMC, and UFMC waveforms of 5G system are modulated by using various rates of M-ary QAM. The sensing performance is obtained for 10, 30, and 50 SUs, and three low SNRs: (-10 dB), (-20 dB), and (-30 dB). The abovementioned waveform kinds of 5G system and the proposed system have been generated by using MATLAB software. In Figures 1-9, sub-figures that are titled with QAM, 16 QAM, 64 QAM, and 256 QAM, are considered for -10, -20, and -30 dB of SNRs. These titles correspond to the array kind of the QAM modulation, which are used in the F-OFDM, UFMC, and FBMC waveform generation kinds.

Figures 1 to 3 describe the sensing performance for F-OFDM waveform. In addition, Figures 4 to 6 reveal the sensing performance for UFMC waveform. Moreover, Figures 7 to 9 show the sensing performance for FBMC waveform. All figures include four subfigures of the performance; subfigure (a) describes it for 4-QAM, subfigure (b) describes it for 16-QAM, subfigure (c) describes it for 64-QAM, and subfigure (d) describes it for 256-QAM. The power of M-ary QAM affected the sensing of different signals. Since the new signal length is the same for all kinds of arrays, the detection performances are varied according to the number of arrays. The sensing of signal is affected by the number of arrays since the large number of arrays increases the error among symbols.

The sensing performance of proposed system for F-OFDM is better than that of UFMC and FBMC due to it having a long stream of signal. On other hand, the sensing performance of the proposed system for 4-QAM for all type of waveforms is better than that of 16 QAM, 64 QAM, and 256 QAM due to its bit error rate is the lowest. In addition, the sensing performance of the proposed system for 50 SUs for all types of waveforms is better than that of 10 and 30 SUs due to it being the largest number.

![Figure 1. F-OFDM Sensing with SNR=-10 dB for (a) QAM, (b) 16 QAM, (c) 64 QAM, and (d) 256 QAM](image-url)
Figure 2. F-OFDM sensing with SNR=20 dB for (a) QAM, (b) 16 QAM, (c) 64 QAM, and (d) 256 QAM

Figure 3. F-OFDM sensing with SNR=30 dB for (a) QAM, (b) 16 QAM, (c) 64 QAM, and (d) 256 QAM

The impact of M-ary rates on various quadrature amplitude modulation detection (Waleed Algriree)
Figure 4. UFMC Sensing with SNR=-10 dB for (a) QAM, (b) 16 QAM, (c) 64 QAM, and (d) 256 QAM

Figure 5. UFMC Sensing with SNR=-20 dB for (a) QAM, (b) 16 QAM, (c) 64 QAM, and (d) 256 QAM
The impact of $M$-ary rates on various quadrature amplitude modulation detection (Waleed Algriree)

Figure 6. UFMC Sensing with SNR=-30 dB for (a) QAM, (b) 16 QAM, (c) 64 QAM, and (d) 256 QAM

Figure 7. FBMC Sensing with SNR=-10 dB for (a) QAM, (b) 16 QAM, (c) 64 QAM, and (d) 256 QAM
Figure 8. FBMC Sensing with SNR=-20 dB for (a) QAM, (b) 16 QAM, (c) 64 QAM, and (d) 256 QAM

Figure 9. FBMC Sensing with SNR=-30 dB for (a) QAM, (b) 16 QAM, (c) 64 QAM, and (d) 256 QAM
5. CONCLUSION

In this paper, the impact of the M-ary rates on the ED based CSS has been studied. Various rates of M-ary QAM for F-OFDM, FBMC, and UFMC waveforms have been sensed. The graphical results revealed that the sensing performance of 4 M-ary is better than that of 256 M-ary. In addition, it is better for the highest number of SU's. On other hand, the longest signal stream enhanced the sensing performance more than the shortest one. However, a trade-off should be chosen the optimum rate for sensing performance, M-ary rate, type of waveform, and the stream length.

REFERENCES


BIOGRAPHIES OF AUTHORS

Waleed Algriree received the B.Sc. degree in Electrical Engineering/Communications Engineering from University of Technology, Baghdad, Iraq, in 2005 and the M.Sc. degree in Communication Systems Engineering from University of Portsmouth, Portsmouth, UK, in 2009. From 2010, he is working in many universities as a lecturer in Iraq. Additionally, he has been publishing many papers and books. His research interests include 3G-6G, V2V, V2X, and digital communications. He can be contacted at email: wkh_portsmouth@yahoo.com.

Nasri Sulaiman is an associate professor at the Department of Electrical and Electronic Engineering, Faculty of Engineering, Universiti Putra Malaysia. He received a bachelor’s degree in electronics and computer engineering from the Universiti Putra Malaysia (UPM), Malaysia in 1994 and a master’s degree in microelectronics system design from the University of Southampton, United Kingdom in 1999. He also obtained a Ph.D. degree in evolvable hardware from the University of Edinburgh, United Kingdom in 2007. His areas of interest include evolutionary algorithms, digital signal processing, digital communications, and low power VLSI designs. He can be contacted at email: nasri_sulaiman@upm.edu.my.

Maryam Isa was born in Singapore and received her Bachelor of Electronic Computer Engineering from the Universiti Pertanian Malaysia in 1996. She obtained her PhD in Applied Electromagnetic Engineering from the University of Manchester in 2006. She is an associate professor in the Department of Electrical and Electronic Engineering, Universiti Putra Malaysia. Her area of expertise is in the area of Microelectronics and Microwave Sensor, particularly in digital system and different types of microwave sensor. She is also an IEEE Circuit & Systems Society Malaysia member and holds several positions in the society. She can be contacted at email: maryam@upm.edu.my.

Ratna Kalos Zakiah Sahbudin obtained her Ph.D. in Communication Networks Engineering from Universiti Putra Malaysia (UPM) in 2010. She received an M.Sc. in RF and Communication Engineering degree from University of Bradford, UK, in 1992 and BSc in Electrical Engineering degree from Fairleigh Dickinson University, New Jersey, USA, in 1988. She is currently an associate professor at Department of Computer and Communication Engineering, Universiti Putra Malaysia, Malaysia. Her research interests include wireless communication, antenna, OCDMA and optical communication. She can be contacted at email: ratna@upm.edu.my.

Siti Lailatul Mohd Hassan received her bachelor’s degree in electrical engineering (Hons) from Universiti Teknologi MARA, Malaysia, in 2007. She obtains her Master of Engineering Science from the University of New South Wales, Australia, in 2009, and she received her PhD from Universiti Putra Malaysia in 2019. Currently, she is working as a lecturer at the College of Engineering at Universiti Teknologi MARA since 2009. Her major areas of interest are embedded systems and integrated circuit design. Her current research is focusing on Verilog coding and FPGA system implementation. She can be contacted at email: sitilailatul.mohdhassan@yahoo.com.

Emad Hmood Salman received the B.Sc. degree in Electrical Engineering from Baghdad University, Baghdad, Iraq, in 2003 and the M.Sc. degree in Electrical engineering/Electronics and Communications engineering from Baghdad University, Baghdad, Iraq, in 2006. He received the Ph.D. degree in Computer and Communication System engineering from Universiti Putra Malaysia, Selangor, Malaysia, in 2018. From 2007 till now, he was a lecturer with the College of Engineering, University of Diyala, Diyala, Iraq. His research interests include 4G and beyond, CRN, Cryptography, VLC, and THz. He can be contacted at email: emad_salman_eng@uodiylal.edu.iq.